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THESIS ABSTRACT
NAME: Sanuade, Oluseun Adetola
TITLE OF STUDY: SEQUENCE STRATIGRAPHIC ANALYSIS AND POROS-
ITY EVALUATION OF A FIELD USING 3D SEISMIC
AND WELL LOGS: AN EXAMPLE FROM THE NIGER
DELTA, NIGERIA
MAJOR FIELD: Geology
DATE OF DEGREE: September, 2015
3D seismic data and wireline logs from thirteen (13) wells were used in this study
to understand the sequence stratigraphic evolution and build a sequence stratigraphic
model for Otu field in the onshore area of the Niger Delta. The subsurface facies reveals
three sequences that are bound by four sequence boundaries (SB1 to SB4) which are
interpreted as erosional unconformities with three maximum flooding surfaces (MFS1,
MFS2 and MFS3). Sequence boundaries evolved as the structural collapse of the clas-
tic wedge of the Niger Delta caused steepening of mass flow erosion slopes. The se-
quences that are delineated were composed of lowstand systems tracts (LST), falling
stage systems tracts (FSST), transgressive systems tracts (TST) and highstand systems
xv
tracts (HST), revealing depositional systems deposited during different phases of base
level changes. Sediments identified within the LSTs in Otu field are fluvial channel
sands formed at low sea level and when the rate of sediment supply is higher than
accommodation space. Sediments within the FSST are offlapping slope deltaic wedge
which are formed when the shoreline was forced to regress irrespective of the influx
rate of sediment. The TSTs in Otu field capped the low systems tracts facies and consist
mainly of marine shales. TSTs are formed during relatively high sea levels and when
sediment supply is lower than the accommodation space. HSTs are made up of coars-
ening and shallowing upward intervals, having deltaic fluvial sands near the top of the
units. The sequences that were delineated were deposited in transitional to shallow
marine environments. Seismic geomorphological study carried out on all the sequence
boundaries and MFS3 shows a relationship between depositional environments, type
of channel and direction of paleo-flow in relation to faults. Channel belts are associ-
ated with continental to transitional depositional environment deposits while individual
(relatively thin and less sinuous) channels are associated with shallow marine deposits.
Channel belts are oriented perpendicular to the fault while individual channels (incised
valley) are parallel and rarely affected by the faults. Chronostratigraphic correlation
of wells in Otu field revealed that the surfaces that were delineated are not continuous
laterally and this could be as a result of syndepositional faults within Otu field. These
faults are believed to serve as major traps for the accumulation of hydrocarbon in the
field. However, the reservoir rocks of the LST and HST and seals from marine shale of
the TST could probably combine together to form stratigraphic traps for hydrocarbon
xvi
accumulation in Otu field.
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 ﻣﺴﺘﺨﻠﺺ ﺍﻷﻁﺮﻭﺣﺔ
 ﺳﺎﻧﺍ ,ﺍﺪﻴﻭﻟﻴﺴﻮﻥ ﺍﺩﻳﺘﻮﻝ ﻷﺳﻢ:ﺍ
ﺴﺠﻴﻼﺕ ﺍﻵﺑﺎﺭ: ﻣﺜﺎﻝ ﻣﻦ ﺗﺗﺤﻠﻴﻞ ﺍﻞﺘﺘﺎﺑﻊ ﺍﻟﻄﺒﻘﻲ ﻭ ﺗﻘﻴﻢ ﺍﻟﻤﺴﺎﻣﻴﺔ ﻟﺤﻘﻞ ﺑﺎﺳﺘﺨﺪﺍﻡ ﺑﻴﺎﻧﺎﺕ ﺎﻟﺴﻴﺰﻣﻴﺔ ﺛﻼﺛﻴﺔ ﺍﻷﺑﻌﺎﺩ ﻭ  ﻋﻨﻮﺍﻥ ﺍﻟﺪﺭﺍﺳﺔ:
 ﺩﻟﺘﺎ ﺎﻟﻨﻴﺠﺮ, ﻧﻴﺠﻴﺮﻳﺎ
 ﺍﻟﺠﻴﻮﻟﻮﺟﻴﺎ ﻣﺠﺎﻝ ﺍ ﻟﺘﺨﺼﺼ:
 5102ﺳﺒﺘﻤﺒﺮ,  ﺗﺎﺭﻳﺦ ﺍﻟﻤﻨﺢ:
ﺑﺌﺮ ﻟﻔﻬﻢ ﺗﻄﻮﺭ  31 ﻓﻲ ﻫﺬﻩ ﺍﻟﺪﺭﺍﺳﺔ ﺗﻢ ﺍﺳﺘﺨﺪﺍﻡ ﻛﻞ ﻣﻦ ﺑﻴﺎﻧﺎﺕ ﺎﻟﺴﻴﺰﻣﻴﺔ ﺛﻼﺛﻴﺔ ﺍﻻﺑﻌﺎﺩ ﻭﺍﻟﻤﺠﺴﺎﺕ ﺎﻟﺘﺤﻠﻴﻞ ﺍﻞﺒﺌﺮﻱ ﺍﻟﻤﺴﺘﺨﺮﺟﺔ ﻣﻦ
 ﺍﻟﺘﺘﺎﺑﻊ ﻭﺑﻨﺎء ﻗﺎﻟﺒﻪ ﺍﻟﻄﺒﻘﻲ ﻟﻤﻨﻄﻘﺔ ﺣﻘﻞ ﺍﻭﺗﻮ ﺍﻟﻮﺍﻗﻌﺔ ﻋﻠﻯ ﺩﻟﺘﺎ ﺎﻟﻨﻴﺠﺮ ﺍﻟﻘﺎﺭﻳﺔ.
ﺪﻡ ﺗﻮﺍﻓﻖ ﺄﺭﺑﻌﺔ ﺣﺪﻭﺩ ﻁﺒﺎﻗﻴﺔ ﻭﺍﻟﺘﻲ ﻓﺴﺮﺕ ﻛﺄﺳﻄﺢ ﻋﺍﻟﺴﺤﻨﺎﺕ ﺍﻟﺼﺨﺮﻳﺔ ﺍﻟﺘﺤﺖ ﺳﻄﺤﻴﺔ ﺍﻅﻬﺮﺕ ﺛﻼﺛﺔ ﺗﺘﺎﺑﻌﺎﺎﺕ ﻁﺒﺎﻗﻴﺔ ﻣﺤﺎﻁﺔ ﺑ
ﻟﻨﻴﺠﺮ ﺍﻟﻤﺘﺴﺒﺐ ﻓﻲ ﻧﺘﻴﺠﺔ ﻟﻟﺘﻌﺮﻳﺔ ﻣﺼﺎﺣﺒﺔ ﺑﺜﻼﺙ ﺍﺳﻄﺢ ﺗﺪﻓﻖ ﻋﻠﻴﺎ. ﺍﻟﺤﺪﻭﺩ ﺍﻟﻄﺒﺎﻗﻴﺔ ﺗﻄﻮﺭﺕ ﻧﺘﻴﺠﺔ ﻟﻟﺘﻬﺪﻡ ﺍﻟﺒﻨﺎﺋﻲ ﻟﻤﻨﺨﻔﺾ ﺩﻟﺘﺎ ﺍ
,  ﺍﻟﻤﺘﻘﺪﻡ ﺤﺴﺮ,ﺍﻟﻤﻨ , ﺭﺳﻮﺑﻴﺎﺕ ﺳﻄﺢ ﺍﻟﺒﺤﺮ ﺍﻟﻤﻨﺨﻔﺾ. ﺍﻟﺘﺘﺎﺑﻌﺎﺕ ﺍﻟﻄﺒﻘﻴﺔ ﺗﺘﻜﻮﻥ ﻣﻦ ﺯﻳﺎﺩﺓ ﺇﻧﺤﺪﺍﺭ ﻣﻴﻞ ﺍﻻﻧﺴﻴﺎﺏ ﺍﻟﻜﺘﻠﻲ ﺍﻟﺼﺨﺮﻱ
ﻱ ﻣﺴﺘﻮ ﺍﻟﺮﺳﻮﺑﻴﺎﺕ ﺍﻟﻤﺘﻌﺮﻑ ﻋﻠﻴﻬﺎ ﺿﻤﻦ ﻣﺘﻐﻴﺮﺓ ﻣﻦ ﻣﺴﺘﻮﻱ ﺳﻄﺢ ﺍﻟﺒﺤﺮ.ﺍﻧﻈﻤﺔ ﺗﺮﺳﻴﺒﻴﺔ ﻓﻲ ﻣﺮﺍﺣﻞ ﺗﻤﺜﻞ ﻣﻈﻬﺮﺓ  ﻭ ﺍﻟﻤﺮﺗﻔﻊ 
ﺍﻟﺤﻮﺽ  ﻋﺒﺎﺭﺓ ﻋﻦ ﺭﺳﻮﺑﻴﺎﺕ ﻗﻨﻮﺍﺕ ﺭﻣﻠﻴﺔ ﺗﺮﺳﺒﺖ ﻋﻨﺪﻣﺎ ﻛﺎﻥ ﺇﻣﺪﺍﺩ ﺍﻟﺮﺳﻮﺑﻴﺎﺕ ﻳﻔﻮﻕ ﺳﻌﺔﺳﻄﺢ ﺍﻟﺒﺤﺮ ﺍﻟﻤﻨﺨﻔﺾ ﻓﻲ ﺣﻘﻞ ﺃﻭﺗﻮ 
 ﺟﺒﺮ ﺍﻟﺨﻂ ﺍﻟﺴﺎﺣﻠﻲﺃﺗﻜﻮﻧﺖ ﻋﻨﺪﻣﺎ  ﺍﻟﺮﺳﻮﺑﻴﺎﺕ ﺍﻟﺘﻲ ﺗﻜﻮﻧﺖ ﻓﻲ ﻓﺘﺮﺓ ﺍﻧﺤﺴﺎﺭ ﺳﻄﺢ ﺍﻟﺒﺤﺮ ﺗﻤﺜﻞ ﺭﺳﻮﺑﻴﺎﺕ ﺩﻟﺘﺎﺑﻴﻨﻤﺎ ﻧﺠﺪ ﺍﻥ  ﺍﻟﺘﺮﺳﻴﺒﻲ.
ﺒﺤﺮ ﺍﻟﻤﻨﺨﻔﺾ, . ﺭﺳﻮﺑﻴﺎﺕ ﺍﻟﺒﺤﺮ ﺍﻟﻤﺘﻘﺪﻡ ﺗﻌﻠﻮ ﺍﻟﺴﺤﻨﺎﺕ ﺍﻟﺘﺮﺳﻴﺒﻴﺔ ﻟﻤﺴﺘﻮﻱ ﺳﻄﺢ ﺍﻟﺩﻭﻥ ﺍﻋﺘﺒﺎﺭ ﻟﻼﻣﺪﺍﺩ ﺍﻟﺮﺳﻮﺑﻲ ﻋﻠﻰ ﺍﻟﺘﺮﺍﺟﻊ,
ﻴﺎ" ﻭﺍﻹﻣﺪﺍﺩ ﻟﺘﺮﺳﺒﺎﺕ ﺗﻜﻮﻧﺖ ﻋﻨﺪﻣﺎ ﻛﺎﻥ ﻣﺴﺘﻮﻱ ﺳﻄﺢ ﺍﻟﺒﺤﺮ ﻳﺮﺗﻔﻊ ﻧﺴﺒ.ﻫﺬﻩ ﺍ ﻓﻲ ﻏﺎﻟﺒﻴﺘﻬﺎ ﻣﻦ ﺭﺳﻮﺑﻴﺎﺕ ﺍﻟﻄﻔﻞ ﺍﻟﺒﺤﺮﻳﺔﻭﺗﺘﺄﻟﻒ 
ﺰﺩﺍﺩ ﻻﻋﻠﻰ ﺭﺳﻮﺑﻴﺎﺕ ﺳﻄﺢ ﺍﻟﺒﺤﺮ ﺍﻟﻤﺮﺗﻔﻊ ﻣﻜﻮﻧﺔ ﻣﻦ ﺗﺘﺎﺑﻌﺎﺕ ﻁﺒﻘﻴﺔ ﺫﺍﺕ ﺣﺠﻢ ﺣﺒﻴﺒﺎﺕ ﻳ ﻟﺮﺳﻮﺑﻲ ﺃﻗﻞ ﻣﻦ ﺳﻌﺔ ﺍﻟﺤﻮﺽ ﺍﻟﺮﺳﻮﺑﻲ.ﺍ
ﺑﻴﺌﺎﺕ ﺭﺳﻮﺑﻴﺔ  ﻋﻠﻴﻬﺎ ﺗﺮﺳﺒﺖ ﻓﻲ ﻭﻫﺬﻩ ﺍﻟﺘﺘﺎﺑﻌﺎﺕ ﺍﻟﻤﺘﻌﺮﻑ , ﻭﺭﺳﻮﺑﻴﺎﺕ ﺩﻟﺘﺎ ﻧﻬﺮﻳﺔ ﺗﻌﻠﻮ ﻛﻞ ﻭﺣﺪﺓ ﻁﺒﻘﻴﺔ.ﻓﻲ ﺑﻴﺌﺔ ﺗﺮﺳﻴﻴﺒﺔ ﺿﺤﻠﺔ
 ﺍﻧﺘﻘﺎﻟﻴﺔ ﻭﺑﺤﺮﻳﺔ.
ﻗﺔ ﻭﻁﻴﺪﺓ ﺑﻴﻦ ﻋﻼﺍﻳﻀﺎ ﻓﻲ ﻫﺬﻩ ﺍﻟﺪﺭﺍﺳﺔ ﺗﻢ ﺍﺳﺘﺨﺪﺍﻡ ﺍﻟﻄﺒﻮﻏﺮﺍﻓﻴﺔ ﺍﻟﺴﻴﺰﻣﻴﺔ ﻓﻲ ﻓﻮﺍﺻﻞ ﺍﻟﺘﺘﺎﺑﻌﺎﺕ ﺍﻟﻄﺒﻘﻴﺔ ﻭﺍﻟﺘﻲ ﺑﺪﻭﺭﻫﺎ ﺍﻅﻬﺮﺕ 
ﻣﻨﻄﻘﺔ ﺍﻟﺪﺭﺍﺳﺔ ﺣﺰﺍﻡ  ﺓ ﻓﻲﺍﻟﺒﻴﺌﺎﺕ ﺎﻟﺮﺳﻮﺑﻴﺔ ﻭﻧﻮﻉ ﻭ ﺍﺗﺠﺎﻩ ﺍﻟﻘﻨﻮﺍﺕ ﺍﻟﻘﺪﻳﻤﺔ ﻭﻋﻼﻗﺘﻬﺎ ﻣﻊ ﺍﻟﺼﺪﻭﻉ ﺍﻟﺘﺮﻛﻴﺒﺔﻴ. ﺗﻤﺜﻞ ﺍﻞﻘﻨﻮﺍﺕ ﺍﻟﻤﻮﺟﻮﺩ
( ﺍﻟﺒﻴﺌﺎﺕ ﺎﻟﺮﺳﻮﺑﻴﺔ ﻣﺼﺎﺣﺐ ﻟﻟﺒﻴﺌﺎﺕ ﺎﻟﺮﺳﻮﺑﻴﺔ ﺍﻟﻘﺎﺭﻳﺔ ﻭﺍﻻﻧﺘﻘﺎﻟﻴﺔ, ﺑﻴﻨﻤﺎ ﺗﺼﺍﺣﺐ ﺍﻟﻘﻨﻮﺍﺕ ﺍﻟﻤﻨﻔﺮﺩﺓ ) ﺯﺍﺕ ﻣﺠﺮﻱ ﺭﻓﻴﻊ ﻭﺍﻗﻞ ﺗﻌﺮﺟﺎ
 ﻟﻖﻟﻟﻔﻮﺍﺗﺘﺠﻪ ﻣﺘﻮﺍﺯﻳﺔ  , ﺑﻴﻨﻤﺎ ﺍﻟﻘﻨﻮﺍﺕ ﺍﻟﻤﻨﻔﺮﺩﺓ )(ﺍﻟﺘﺮﻛﻴﺒﻴﺔ ﻟﻖﺗﺘﺠﻪ ﻋﻤﻮﺩﻳﺎ ﻋﻠﻰ ﺍﻟﻔﻮﺍﺍﻟﺒﺤﺮﻳﺔ. ﻭﻛﺬﻟﻚ ﻣﺠﻤﻮﻋﺔ ﺍﻟﻘﻨﻮﺍﺕ ﺍﻟﻤﺸﺘﺮﻛﺔ 
  ﻭ ﻏﺎﻟﺎﺒ ﻻ ﺗﺘﺄﺛﺮ ﺑﻬﺎ. ﺘﺮﻛﻴﺒﻴﺔﺍﻟ
ﺍﻟﻖ ﺍﻟﻤﺘﻜﻮﻧﺔ ﺃﺛﻨﺎء ﺍﻟﺘﺮﺳﻴﺐ ﻟﻚ ﻧﺘﻴﺠﺔ ﻟﻟﻔﻮﺫﻣﻀﺎﻫﺎﺓ ﺍﻟﻄﺒﻘﻴﺔ ﺍﻟﺰﻣﻨﻴﺔ ﻟﻶﺑﺎﺭ ﻓﻲ ﺣﻘﻞ ﺍﻭﺗﻮ ﺍﻅﻬﺮﺕ ﺃﻥ ﺍﻻﺳﻄﺢ ﺍﻟﻄﺒﻘﻴﺔ ﻏﻴﺮ ﻣﺴﺘﻤﺮﺓ ﻭ
ﺢ ﺍﻟﺒﺤﺮ ﺍﻟﻤﻨﺨﻔﺾ ﻭﻛﺬﻟﻚ ﺗﻤﺜﻞ ﺭﺳﻮﺑﻴﺎﺕ ﺳﻄ ﻭﻫﺬﻩ ﺍﻟﻔﻮﺍﻟﻖ ﺗﻤﺜﻞ ﻣﺼﺎﺋﺪ ﺭﻳﺌﺴﻴﺔ ﻟﺘﺠﻤﻴﻊ ﺍﻟﻬﺎﻳﺪﺭﻭﻛﺮﺑﻮﻥ ﻓﻲ ﺍﻟﺤﻘﻞ. ﻓﻲ ﺣﻘﻞ ﺍﻭﺗﻮ.
ﻭﺍﻟﻤﺮﺗﻔﻊ ﻭ ﺻﺨﻮﺭ ﺍﻟﻐﻄﺎء ﺍﻟﻤﻜﻮﻧﺔ ﻣﻦ ﺍﻟﻄﻔﻞ ﺍﻟﺒﺤﺮﻱ ﺍﻟﻤﺘﺮﺳﺐ ﻓﻲ ﻣﺴﺘﻮﻯ ﺳﻄﺢ ﺍﻟﺒﺤﺮ ﺍﻟﺘﻘﺪﻣﻲ, ﺗﻜﻮﻥ ﻣﺼﺎﺋﺪ ﺍﺳﺘﺮﺍﺗﻴﺠﺮﺍﻓﻴﺔ 
 ﻟﺘﺮﺍﻛﻢ ﺍﻟﻬﺎﻳﺪﺭﻭﻛﺮﺑﻮﻧﺎﺕ ﻓﻲ ﺣﻘﻞ ﺍﻭﺗﻮ.
CHAPTER 1
INTRODUCTION
1.1 Introduction
Sequence stratigraphy provides the basis for the chronostratigraphic correlation of sed-
iments and a valuable exploration and reservoir development tool for the petroleum
industry. An approach of sequence stratigraphy in association with knowledge of de-
positional environments as well as importance of accommodation space and sediment
supply can aid in the reconstruction of paleogeography and prediction of temporal and
spatial relationship between source, reservoir and seal facies (Catuneanu et al., 2011).
Sequence stratigraphy is used to locate stratigraphic prospects and predict reservoir and
seal quality on structural prospects. This approach was applied on Otu field in the Niger
Delta.
The Niger Delta is a clastic wedge which is 12 km in thickness with an area of 75, 000
km2 between southern Nigeria and the Gulf of Guinea. It is known as one of the largest
oil provinces in the world having reserves of over 34 billion barrels of oil and 93 trillion
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cubic feet of gas (Tuttle et al., 1999). The deposits in the Niger Delta are known to be
subdivided into three lithostratigraphic units which are the Akata formation, Agbada
formation, and Benin formation (Evamy et al., 1978; Whiteman, 1982) (Figure 1.1).
Formations become progressively younger basinward showing long-term progra-
dation of the depositional environments of the Niger Delta into the passive margin of
the Atlantic Ocean. The stratigraphy of the Niger Delta is complex as a result of the
syndepositional slump of the clastic wedge due to movement of shale of the Akata for-
mation by the influence of the load of the Agbada and Benin formation deposits which
are prograding deltaic and fluvial respectively. A network of large-scale, listric normal
faults dipping towards the basin formed as a result of diapered upward mobility of the
underlying shales. Blocks down dropped across these faults loaded with growth strata,
changed the local slopes of deposition, resulting in complex path ways of sediment
transport into the basin (Evamy et al., 1978). This has made field evaluation in the
basin tedious due to problems associated with imaging of the subsurface in the Niger
Delta.
For the purpose of field evaluation or re-evaluation, it is very important to understand
detailed relationships between the faulting system in the area as well as the stratigraphic
component of the basin. It has been proven that when 3D seismic data is integrated with
well log data, it provides a powerful tool to determine the seismic stratigraphic and
structural framework of a basin (Nton and Adesina, 2009; Futalan et al., 2012; Amigun
et al., 2014). Hence, this study was carried out to understand the tectono-stratigraphic
evolution, structural styles, identifying different facies and their depositional environ-
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ments and establishing a sequence stratigraphic model that will enhance prediction of
reservoir quality within Otu field as well as porosity distribution within the field.
1.2 Motivation
The availability of a 3D seismic data and wireline log data encourage detail study for
the Niger Delta in field scale. Moreover the wells in Otu oil field were discovered and
drilled based on structural traps, hence there is a need to understand the stratigraphic
evolution of the field and the relationship between structures and stratigraphic compo-
nents in the area. This is in addition to the fact that no previous data and/or relationship
between stratigraphy and structures were defined.
1.3 Objectives of the Study
The objectives of this thesis are to:
• Identify different facies and their depositional environments
• Establish the tectono-stratigraphic evolution and structural styles of Otu field
• Establish sequence stratigraphic model within the study area
• Evaluate the porosity and predict reservoir quality in field scale
3
Figure 1.1: Stratigraphic column of the Niger Delta showing Akata, Agbada and Benin
formations (Doust and Omatsola, 1990).
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1.4 Location and Database
1.4.1 Location
The study area is situated within the Gulf of Guinea off the west coast of the Niger
Delta (Figure 1.2) and covers an area of approximately one hundred thousand square
miles. The onshore portion covers approximately 30,000 square miles (Chukwu, 1991;
Magbagbeola and Willis, 2007). Sediments deposited within the study area consist of
marine and fluvial sediments that range in age from Cretaceous to Holocene (Kostenko
et al., 2008). Otu field is located onshore in the western part of the Niger Delta.
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Figure 1.2: Location map of study area (A) Position of Nigeria in Africa and Niger
Delta Basin. (B) Otu field location map (Doust and Omatsola, 1990)
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1.4.2 Database
The data used for this study include a 3D seismic, thirteen (13) wireline logs, checkshot
and deviation survey data. The 3D seismic amplitude data covers an area of about 421
sq. km in the onshore area of the Niger Delta. The bin spacing of the data is 25 by
25 m. The data are available in milliseconds two-way travel time (ms TWTT) with a
maximum value of 3000 ms. It has Inline range of 11228−12110 and Crossline range
of 2673−3434 (Figure 1.3). The characteristics of the seismic records were observed
to change with depth. The seismic volume generally have series of parallel reflections
offsets that have been deformed by major listric normal faults.
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Figure 1.3: Survey line showing inline and crossline in the study area. The inline
range from 11228 - 12110 and crossline range has range between 2673 - 3434. The 3D
seismic has TWTT between 0 to 3000 ms
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Table 1.1: Well log data available for this study
Well CNLLC ACAL RHOCN GR LLD SP LLS DT
Otu 4 X X X X X X
Otu 5 X X X X X X
Otu 6 X X X X X X
Otu 8 X X X X X X X
Otu 11 X X X X X X X
Otu 19 X X X X X X X
Otu 21 X X X X X X X
Otu 29 X X X X X X X
Otu 32 X X X X X X X
Otu 36 X X X X X X X
Otu 38 X X X X X X X
Otu 46 X X X X X X X
Otu 56 X X X X
Note: ACAL: caliper, LLD: laterolog deep resistivity, LLS: laterolog shallow
resistivity, CNLLC: neutron porosity, RHOCN: bulk density, DT: sonic, GR: gamma
ray, (X): available type log
The well data include time depth curves and digital well curves. Well log types
available are shown in Table 1.1. These wells were drilled spatially in the study area.
The basemap in Figure 1.4 shows the distributions of the wells in the study area.
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Figure 1.4: Distribution of wells in the study area. The wells in red are deviated wells
while those in black are vertical wells
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1.5 Methodology
Wireline logs (gamma ray, resistivity, density and neutron) and a 3D seismic data were
studied, analyzed and interpreted to identify facies and their depositional environments,
establish the tectono-stratigraphic evolution and structural styles of Otu field, establish
sequence stratigraphic model, evaluate the porosity and to predict reservoir quality in
field scale.
1.5.1 Lithostratigraphy Identification
Gamma ray (GR) logs from all the thirteen wells were employed to delineate the lithol-
ogy in Agbada formation of Otu field. The sand bodies were identified by the de-
flection of the GR log to the left while shale was identified by the deflection to the
right. Gamma ray log cut-off of 35 API was used for the lithostratigraphic analysis (i.e.
shale: > 80API, shaly sand: 35− 80 and sand: < 35API). The hydrocarbon bearing
sands were identified using GR and resistivity logs. The results of lithostratigraphy was
compared with that of chronostratigraphy in order to establish the relationship between
the two.
1.5.2 Identification of Facies and Depositional Environments
Gamma ray (GR) log patterns were used for the identification of facies and their de-
positional environments (Beka and Oti, 1995). ’Blocky’ log pattern was interpreted
to depicts uniform deposition that is peculiar to channelized region and typical of flu-
vial channel deposits. Pattern showing coarsening upward units (progradational pat-
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tern) was interpreted to be a feature of deltaic fluvial environment (Channel point bar).
’Serrated’ (aggradational log pattern) with uniform bandwith shows limited coastline
variability and was interpreted to be typical of tidal flat environment. ’Bell-shaped’
GR log pattern (upward fining, retrogradational log pattern) was interpreted to be tidal
channels or sands.
1.5.3 Stacking Patterns and Parasequences
The stacking patterns and parasequences of the facies were also established. The stack-
ing of parasequences (vertical occurrence of repeated cycles of sequences that are fining
upward or coarsening upward) produced progradational, retrogradational and aggrada-
tional sets of parasequences.
1.5.4 Stratigraphic surfaces, systems tracts and depositional se-
quences
The delineation of maximum flooding surface (MFS) was done on the wireline logs.
MFS was identified as the boundary between progradational and retrogradational
parasequence sets as well as the units that have shale peaks and were well developed
on GR, resistivity and neutron logs. The criteria for the recognition of sequence bound-
aries (SBs) included low GR and high resistivity responses that occurred within the
shallow section. SBs were described at the base of the thickest and coarsest sand units
between two adjacent MFSs (Williams, 1997) and base of a progradational stacking
pattern. The depositional (IV) model of Hunt and Tucker (1992, 1995) and Helland-
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Hansen and Gjelberg (1994) was used for the identification of the systems tracts and
depositional sequences within the Otu field.
1.5.5 Chronostratigraphic correlation of wells
Wells were correlated along strike and dip line for the development of a chronostrati-
graphic framework. The correlation was carried out to build a holistic sequence strati-
graphic framework in Otu field. This was done to establish the lateral continuity or
discontinuity of facies and depositional sequences in order to aid reservoir studies in
the field.
1.5.6 Structural Interpretation
Major and minor faults were identified and mapped appropriately on the 3D seismic to
establish the structural styles and framework within Otu field and to clarify the main
structural elements that affect the hydrocarbon-bearing reservoir.
1.5.7 Seismic Stratigraphy
Stratal terminations such as truncation, toplap, onlap, downlap, and offlap (Catuneanu,
2002) were incorporated into sequence stratigraphy to describe the stacking patterns
of stratal units and to provide diagnostic features for the recognition of the various
surfaces and systems tracts (Posamentier and Vail, 1988; Van Wagoner et al., 1990;
Christie-Blick, 1991).
13
1.5.8 Synthetic Seismograms
Seismic to well tie was carried out using checkshot data and sonic log of well number
46 to link the well data to the seismic for more reliability.
1.5.9 Seismic Geomorphology
Seismic geomorphology may be defined as the application of analytical techniques per-
taining to the study of landforms and to the analysis of ancient, buried geomorpho-
logical surfaces as imaged by 3D seismic data. Seismic geomorphology, when used in
conjunction with seismic stratigraphy, represents the state of the art approach to extract-
ing stratigraphic insights from 3D seismic data (Posamentier et al., 2007). The seismic
geomorphology was applied to the subsurface facies of the Agbada formation. The
patterns observed from the 3D seismic images were described to be diagnostic of depo-
sitional environment(s). Sequence boundaries were mapped as horizons and attributes
such as spectral decomposition and similarity (coherency) were draped on the surfaces
to enhance the identification and interpretation of the structural and stratigraphic fea-
tures.
1.5.10 Porosity Evaluation
Porosity was evaluated in Otu field by cross-plotting both density and neutron logs
using techlog software developed by Schlumberger. The two logs were guided by both
gamma ray and resistivity logs to know the lithology and fluid contents. The quality of
each reservoir rock was established using the results of the porosity that was evaluated
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from both density and neutron logs.
1.5.11 Reservoir Quality
Reservoir potential in Otu field was analyzed based on the results of sequence strati-
graphic analysis and the evaluation of some petrophysical parameters in Otu field.
1.6 Previous Work
Although the title of this study is describing the Niger Delta, this thesis focuses on
Otu field as it is a representative in the Niger Delta region. The outcome of this study
can be applied in other areas in the Niger Delta. The Tertiary Niger Delta is known to
have reservoirs that are stacked together in an oil rich shale and the best approach to
understanding these fields is to study them on a field scale. The present study addresses
the sequence stratigraphic analysis of Otu field and develops a sequence stratigraphic
model using 3D seismic data and well logs as this information is absent in the field.
However, it is important to discuss what previous authors have studied in some other
fields located in the Niger Delta.
Hooper et al. (2002) explained the influence of deformation in the control of the
patterns of deposition in the south-central part of Niger Delta. Their work was however
focused mainly on the compressional toe of the delta, and they concluded that the ele-
ments of structures in the area are the main control of accommodation changes on the
slope and toe of the delta.
Morgan (2004) examined the relationships between mobile shale structure and channel
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formation above the compressional toe of Niger Delta and highlighted the importance
of transfer zones within the toe thrust belt as a control on the underlying structural
framework.
Corredor et al. (2005) related styles of structures in the deep-water fold and thrust belts
of the Niger Delta and concluded that there are two complex, imbricate fold and thrust
belt systems (the inner and outer fold and thrust belts) that are produced by contraction
which are formed as a result of extension driven by gravity on the shelf.
Nton and Adesina (2009) worked on structural interpretation and environment of depo-
sition of sand bodies within tomboy field, offshore western Niger Delta. They showed
that the field is made up of sand bodies deposited in different environment across nor-
mal, growth faults and associated rollover anticlinal structures.
Rotimi (2010) worked on application of 3D seismic interpretation of structures and
seismic attribute analysis to hydrocarbon prospect in a field called ”‘X”’ in the Niger
Delta. Closures found in the field were fault assisted closures which corresponds to the
crest of rollover structures and the amplitude map revealed high amplitude zones. He
identified some prospects which are hydrocarbon bearing.
Opara (2010) worked on 3D seismic interpretation and structural analysis of Ossu oil
field, northern depobelt, situated in the onshore area of the Niger Delta. He revealed
a complex subsurface structures, predominant with simple rollover structures that are
widely spread bounded by growth faults. He also examined for hydrocarbon prospects
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and found that the field is hydrocarbon bearing.
Daramola et al. (2011) made use of integration of 3D seismic and data from well logs
to evaluate subsurface geology as well as the potentiality of hydrocarbon of an oil field
in the onshore Niger Delta by identifying and mapping faults and horizons. They pro-
duced time and depth structural maps of the top of the reservoir that they analyzed. The
maps showed that the structure that bears hydrocarbon is dependent on networks of
fault in the area. They also generated amplitude map of the top of the reservoir which
is consistent with structural maps.
Amigun et al. (2014) used well logs and seismic data to determine the lithology, lithofa-
cies, sequence stratigraphy, seismic facies and depositional environment of Holu field,
in the Niger delta. They analyzed wireline logs and identified five depositional se-
quences having six sequence boundaries that are in association. They also identified
sand and shale to be the dominant lithologies. By analyzing the seismic facies of the
area using seismic amplitude extraction, continuity of reflections, frequency and reflec-
tion configuration, the environment of deposition of the field was suggested to belong
to fluvial systems to marine environments.
Futalan et al. (2012) mapped the seismic facies in the Sandakan Sub-basin, in the Philip-
pines and the results of their analysis showed that there is a relationship between litho-
facies and depositional environment of the sub-basin. They identified the depositional
environment to be fluvio-deltaic system. They also performed the structural analysis
of the sub-basin and provides information about the timing of deformation in the sub-
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basin as well as the present of some related structural maps.
Tamannai et al (2013) carried out a detailed 3-D interpretation of seismic in Pict Field,
in the Central North Sea, United Kingdom. The interpretation was carried out with the
aim of identifying different seismic facies types in the field and also to determine hy-
drocarbon potential in the Tay Sandstone. They recognized three seismic facies types
using maximum seismic amplitude maps. They then confirmed the results from the
seismic interpretation with the available information from the well log.
Oyedele et al. (2013) in their work entitled ”‘Sequence stratigraphic approach to hy-
drocarbon exploration in Bobsaa field, onshore Niger Delta”’ used data from seismic,
well logs, paleobathymetric and biostratigraphic to evaluate the field with a view to
determine the lithology, reservoir sands and the depositional environment of the study
area. Their results showed that the lithology is mainly alternation of sand and shale
with sand having the highest ratio. The environment of deposition was recognized us-
ing integration of available data to be fluvial to shallow marine mainly shallow inner
neritic, inner neritic and middle neritic.
Obaje (2013) mapped the structures of Tomboy field using seismic interpretation
method. He recognized some strata terminations including onlaps, toplaps and trun-
cations. He concluded that the styles of structures style in the area is characterized by
two systems of antithetic and growth faults and that the overall reflectors geometry is
parallel or sub-parallel.
John et al. (2014) integrated well logs and 3D seismic data to perform facies analysis
and to determine the environment of deposition of RAY field in Onshore, Niger Delta,
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with the aim to know the hydrocarbon potential of the field. They however identified
four lithofacies shale, heterolithic, shaly-sand and sandstone facies. The facies were
subjected to electrosequence analysis which showed five depositional systems. The
sandstone facies of the distributary channels revealed good potential for hydrocarbon
reservoir having thickness of 40 m and 60 m.
Adewoye et al. (2013) used information from well logs, check-shot and 3D seismic data
in the delineation of sand reservoirs that are oil bearing, determination of petrophysical
parameters and also analysis of geologic structures in Maiti field, Niger Delta. They
used three wells for the evaluation and delineated three hydrocarbon reservoirs within
the study area (R1, R2 and R3).
Alao et al. (2013) also made use of the combination of 3D seismic volume and well log
data to characterize reservoirs of ALA field in the Niger Delta. They evaluated petro-
physical parameters of the reservoirs and obtained time-depth structural maps. The
authors also used seismic attributes in the characterization of those reservoirs. In their
study, they delineated seven hydrocarbon-bearing reservoirs having thicknesses that
vary from 9.9 to 71.6 m. They also generated structural maps of horizons in six wells
having hydrocarbon-bearing zones with tops and bottoms at range of 2,453 to 3,950 m.
They concluded the trapping mechanism in the study to be mainly fault-assisted anti-
clinal closures. The identified prospective zones have good porosity, permeability, and
hydrocarbon saturation. The depositional environment was determined from shapes of
available logs which indicate a transitional-to-deltaic depositional environment.
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CHAPTER 2
THE NIGER DELTA
2.1 Introduction
This chapter describes the geologic setting of the Tertiary Niger Delta, its structural and
stratigraphic settings as well as the petroleum systems within the Niger Delta.
2.2 Geologic Setting
The Niger Delta is situated in the Gulf of Guinea, in West Africa. It represents the
southern margin of a triple junction rift system that triggered the separation of the
African continent from the South American continent during the Jurassic through the
Early Cretaceous. Rifting started around Late Jurassic and continued to the Middle
Cretaceous (Lehner and De Ruiter, 1977). During the Late Cretaceous, rifting reduced.
Figure 2.1 depicts the gross paleogeography of the Niger Delta and the relative posi-
tions of the African and South American plates from the period of rifting.
At the end of rifting, gravity tectonism occurred as the main process of deformation.
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(a)
(b)
Figure 2.1: Paleogeography revealing the opening of the South Atlantic, and develop-
ment of the region around the Niger Delta (a) Cretaceous paleogeography (b) Cenozoic
paleogeography (Tuttle et al., 1999).
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Internal deformation was induced by the mobility of shale. This occurred as a result of
the response to two major processes as explained by Kulke (1994). The first process
is the formation of shale diapirs from the loading of Akata formation which is poorly
compacted, over-pressured, pro-delta and delta-slope clays, by the more densely delta
front sands which is the Agbada formation. The second process involved the instability
of slope which occurred as a result of lack of lateral, basinward, and support for the
Akata formation (Figure 2.2).
There was completion of gravity tectonics for any depobelts in the Niger Delta
before Benin formation was deposited. These are shown in complex structures such
as roll-over anticlines, shale diapirs, collapsed growth faults, back-to-back features and
steeply dipping closely spaced flank faults (Evamy et al., 1978).
2.3 Stratigraphic Setting
The River Niger, which drains much of West Africa south of the Sahara, is the main
supplier of sediments to the Niger delta (Allen, 1965). River Benue, which is the sec-
ond prominent fairway of sediment supply to the Niger delta, merges with River Niger
in the confluence town of Lokoja, Nigeria. River Niger subsequently branches into a
network of tributaries that deposit their fluvial loads into the Niger delta. Sediment sup-
ply to the Niger Delta is sourced from the Northern Nigerian massif, the West African
massif, Adamawa Massif, Oban massif, Benue trough, Bida basin, Anambra basin, and
Abakaliki trough (Figure 2.3). The Niger delta lithology is predominantly siliciclastic,
and the direction of current at discharge to the Niger Delta is approximately north-south
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Figure 2.2: Schematic of a seismic section from the Niger Delta continental slope/rise
depicting the result of internal gravity tectonics on sediments at the distal portion of the
depobelts (Doust and Omatsola, 1990).
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(N-S). The Niger Delta is believed to have been prograding into the Atlantic Ocean for
the last 35 Ma. Each formation records a different part of a linked non-marine to delta
to offshore depositional system.
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Figure 2.3: The bounding geologic features of the Niger delta depicting the northern
sources of fluvial supply (Whiteman, 1982).
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2.4 Regional Stratigraphy
Short and Stauble (1967) subdivided the Niger delta into three lithostratigraphic units,
ranging in age from Paleocene to Recent. They include the Akata, Agbada and Benin
formations (Figure 2.4). These formations are coeval. The Akata formation is marine
in origin and is made up of thick shale sequences. The Akata formation is situated at
the base of the Niger Delta and consists of prodelta, hemipelagic, and pelagic shales
that were deposited in marine environments (Figures 2.4, 2.5, 2.6). The formation is
late Paleocene to early Pliocene in age. The Akata formation is characterized by high
plasticity and overpressure, especially at depth. All major faults and counter-regional
faults merge into a plane (or detachment surface) in the lower part of the Akata forma-
tion. Though little of the Akata formation has been drilled with the availability of only
top structure map of the formation, estimations show that the formation is about 23,000
ft. (7,000 m) in thickness (Doust and Omatsola, 1990; Tuttle et al., 1999) (Figure 2.7).
The Agbada formation consists of a paralic sequence of interbedded sands and shales.
The sandstones were deposited in prograding transitional or coastal environments com-
prised the fluvio-deltaic and barrier islands of the delta front, lagoon, brackish-water
bays, beaches, and the shoreface. Shales are prodeltaic to hemipelagic in origin. The
Agbada formation is Eocene to Pleistocene in age and about 3,700 m thick (Figure 2.7).
The Benin formation consists of continental sandstones that were deposited in a delta
plain as point bars by meandering streams or as channel fills with natural levees (Doust
and Omatsola, 1990). The massive fresh-water bearing Benin formation occurs widely
across the Niger Delta, with thicknesses ranging between 300 and 3,000 m. The Benin
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formation does not play any important role in the evolution of the Niger delta petroleum
system, except serving as overburden.
27
Figure 2.4: Stratigraphic column depicting the three formations in the Niger Delta
(Doust and Omatsola, 1990).
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Figure 2.5: Stratigraphic column of Anambra basin from the Late Cretaceous through
the Eocene as well as time equivalent formations in the Niger Delta (Reijers et al.,
1997).
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(a)
(b)
(c)
Figure 2.6: (a) Isopach of total sedimentary thickness (in km) in the Niger Delta (b)
Cross section (East - West) A-A through the Niger Delta region and Cross section
(Southwest-Northeast) (c) B-B depicting the three formations of the Niger delta (White-
man, 1982).
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(a)
(b)
Figure 2.7: (a) Top structure map of Akata formation (b) Isopach map of Agbada for-
mation (Avbovbo, 1978).
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2.5 Structural Setting
Otu field is located in the south-west Niger delta, within the extensional fault province
that is associated with growth faults and rollover anticlines.
2.5.1 Regional Structure
The Niger Delta system, the Anambra basin, the Benue trough, and the Chad basin,
are believed to have been triggered by the triple-junction rifting that is responsible for
the splitting of Africa from South America during the Jurassic through the Cretaceous;
with a relict in the present-day West African Gulf of Guinea. The system extends from
the north in the present onshore, prograding southwestward into the present offshore
deep waters. Paleo-depositional environment is believed to range from the onshore
deltaic fluvial systems to the offshore marine systems. The separation of the African
plate from the South American plate gave rise to the opening of the South Atlantic and
the Early Cretaceous incursion of marine sediments in the basin (Doust and Omatsola,
1990).
Corredor et al. (2005) subdivided the delta into five structural zones (Figure 2.8), based
on seismic interpretation which include: (a) extensional province defined by listric
basin-dipping faults, as well as counter-regional normal growth faults and associated
rollovers, (b) a zone of mud diapirs made up of passive, active, and reactive mud di-
apirs (c) the inner fold and thrust belt, made up of basinward-verging thrust faults and
associated folds, (d) a transitional detachment fold zone beneath the lower continen-
tal slope, and (e) the outer folds and thrust belts characterized by both basinward and
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hinterland-verging thrust faults and associated folds. The extensional province com-
mences from the onshore Niger delta, including the field to be studied. Otu field is
situated within the extensional province defined by basin-dipping listric faults.
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Figure 2.8: Structural styles of the deepwater Niger Delta. The three provinces in the
Niger Delta are the toe thrust, diaper and extensional province. Otu field falls within
the extensional province (Corredor et al., 2005).
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2.6 Petroleum Geology of the Niger Delta
There are three critical factors that are important in the Niger Delta regarding the
petroleum system in the basin. These include the source, reservoir, and seal. These
critical factors are believed to have occurred during the Middle Eocene (Figure 2.9)
2.6.1 Petroleum System
. The main source rock of the Niger Delta petroleum system is the Akata formation
(Evamy et al., 1978; Ejedawe, 1986; Nwachukwu and Chukwura, 1986; Bustin, 1988).
The organic contents and kerogen type of the shale in the younger Agbada formation
was evaluated and believed to have contributed towards the generation of hydrocarbon
in the basin (Evamy et al., 1978). Oil-bearing type III kerogen is the predominant
kerogen in the petroleum system of the Niger Delta .
The Niger Delta has low total organic carbon (TOC), having a range of 1.4 percent and
1.6 percent according to Bustin (1988). As a result of the synchronous occurrence of
the reservoir rocks, traps, and seals, the Niger Delta is thus believed to provide a prolific
oil province, irrespective of the relatively low TOC
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Figure 2.9: Event chart of the Niger Delta showing Akata/Agbada petroleum system
(Tuttle et al., 1999).
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2.6.2 Source Rock
Akata formation, which is the oldest formation in the basin is the established forma-
tion that served as source rock of the petroleum system of the Niger Delta. The Akata
formation is comprised mainly of mobile shale on which growth faults detach and prop-
agate basinward, thereby creating more accommodation space in the Niger Delta basin
(Evamy et al., 1978; Doust and Omatsola, 1990; Tuttle et al., 1999). The deposition of
this formation started during the Paleocene.
2.6.3 Petroleum Maturation and Migration
During the Middle Eocene to the Present, there is deposition of overburden rock in
the Niger delta. The generation of petroleum in the delta started in the Eocene and
continues up till present (Tuttle et al., 1999). Petroleum generation started from the
north to south as progressively younger depobelts entered the oil window (Tuttle
et al., 1999). The top of the Niger delta oil window is presently at the 240◦F (115◦C)
isotherm (Evamy et al., 1978). The oil window in the northwestern portion of Niger
Delta (where Otu field is located) is in the upper Akata formation and the lower
Agbada formation (Figure 2.10). The top of the oil window is stratigraphically lower
in the southeastern portion of the Niger delta: about 4,000 ft (1,247 m) below the
upper Akata/lower Agbada sequence (Evamy et al., 1978). The distribution of the top
of the oil window depends on the thickness and sand/shale ratios of the overburden
rocks of Agbada and Benin formations (Nwachukwu and Chukwura, 1986; Doust and
Omatsola, 1990; Stacher, 1995). The sandy continental Benin formation has the lowest
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thermal gradient of 1.3 to 0.125◦C/321 ft (100 m); the paralic Agbada formation has an
intermediate gradient of 2.7◦C/321 ft (100 m); and the marine, over-pressured Akata
formation has the highest thermal gradient of 5.5◦C/321 ft (100 m) (Ejedawe, 1986).
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(a)
(b)
Figure 2.10: (a) Burial history chart of the northern portion of the Niger delta petroleum
system, derived from data collected in Oben-1, northwest Niger delta (b) Top Niger
delta oil kitchen, contour interval is 1,000 ft (312 m) (Ekweozor and Daukoru, 1994).
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The boundary of the Akata and Agbada formations in the vicinity of Oben-1 entered
the oil window during the Late Eocene at approximately 0.6 Ro (Stacher, 1995), (Figure
2.10). The current depth of the Akata/Agbada boundary in the northwestern Niger Delta
is about 4,300m, with the upper Akata formation in the wet gas/condensate generating
zone of vitrinite reflectance value greater than 1.2 (Tissot and Welte, 1984; Tuttle et al.,
1999). The lowermost part of the Agbada formation in the northwestern Niger Delta
entered the oil window during the Late Oligocene.
Stacher (1995) assumed that migration overlapped in time with the burial and structural
development of the overlying reservoir and that hydrocarbon migration occurred mainly
through the fault gaps. Migration distances were believed to be short, as evident in
the wax content, API gravity, and the chemistry of the Niger Delta oils (Short and
Stauble, 1967; Reed, 1969). Migration from matured, over-pressured shale in the more
distal portion of the Niger Delta may be similar to that described from over-pressured
shale in the Gulf of Mexico (Tuttle et al., 1999). Beka and Oti (1995) predicted a bias
towards lighter hydrocarbons (gas and condensate) from the over-pressured shale as a
result of down-slope dilution of organic matter as well as differentiation associated with
expulsion from over-pressured sources.
2.6.4 Reservoir and Seal
Both structural and stratigraphic traps are present in the Niger Delta, although struc-
tural traps are more pronounced in the basin. Examples of such oil fields are given in
Figure 2.11. The Agbada formation in the Niger Delta serves as the hydrocarbon reser-
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voir. It is described as an intercalation of sand and shale (Doust and Omatsola, 1990).
Growth faults that detach on the Akata formation provide the pathways through which
the porous and permeable sandstones of the Agbada formation are interconnected. The
shales of the Agbada formation serve as the local seal, in combination with the appro-
priate fault framework as seen in Figure 2.12.
Benin formation (continental sands) is believed not to play an important role in the gen-
eration and the preservation of hydrocarbon in the Niger Delta. The Benin formation
is, however, thick enough (300 m - 3,000 m) to serve as a significant overburden rock.
About 65 percent of the crude oil produced from the Niger Delta fall within the category
of the sweet (low-Sulfur-content), 30 degrees to 40 degrees API gravity range.
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Figure 2.11: Examples of Niger Delta oil field structures and associated trap types
(Stacher, 1995).
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Figure 2.12: Sequence stratigraphic model of the Niger Delta showing the relationships
between the source rock, migration paths, and traps (Stacher, 1995).
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CHAPTER 3
DATA ANALYSIS AND
INTERPRETATION
3.1 Introduction
This chapter describes the analysis and interpretation of data in Otu field. The analysis
involves the results of well logs and seismic data. The chapter also describes reservoir
potential and porosity evaluation within Otu field.
3.2 Well Log Data
3.2.1 Lithostratigraphic Analysis of the Wells
Gamma ray (GR) logs from all the thirteen wells were used to delineate the lithology
in Otu field. The sand bodies were identified by the deflection of the GR log to the
left while shale was identified by the deflection to the right. Gamma ray log cut-off of
44
35 API was used for the lithostratigraphic analysis (i.e. shale: > 80API, shaly sand:
35−80 and sand: < 35API). Sand reservoirs were identified in the field.
The result of the lithostratigraphic analysis for the subsurface facies of the Agbada
formation penetrated by the wells in the Niger Delta is given in Figure 3.1. Fourteen
sand reservoirs were identified in Otu field. Sand N is the deepest sand whose top was
encountered at different depths in almost all the wells except in wells Otu 19, Otu 21,
and Otu 46 whose total depths were shallower. Sand A is the shallowest sand reservoir
that was penetrated by all the wells at different depths. Some sand units occurred at
greater depth than their adjacent units and this could be the result of faulting.
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Figure 3.1: Lithostratigraphic analysis of the wells showing fourteen reservoir sands
in Otu field. Sand A is the shallowest while Sand N is the deepest which was not
penetrated by all wells within the field.
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3.2.2 Lithofacies
Four lithofacies and their depositional environments were delineated in Otu field using
the gamma ray log motifs.
Facies One: Shaly Sandstone Facies
This facies is made up of fine grained sandstone with intercalations of shale. It is
coarsening upward unit GR log pattern (Figure 3.2). This pattern is a common feature
of deltaic fluvial environment. This facies is interpreted to be channel point bar deposits
based on these characteristics.
Facies Two: Sandstone Facies
This facies is composed of bodies of sand that are characterized by blocky-shaped GR
log motif (Figure 3.3). This log pattern depict uniform deposition and the facies are
peculiar to channelized region. This facies is interpreted to be fluvial channel deposits.
The presence of serration may indicate the presence of tidal influence.
Facies Three: Mudrock Facies
This facies is made up of units of shale having intercalations of thin shaly sandstone
displaying a retrogradational parasequence pattern. It is characterized by serrated GR
log character with uniform bandwidth depicting limited coastline variability (Figure
3.4). Based on these characteristics, it is interpreted to be tidal flat.
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Facies Four: Heterolith Facies
This facies consist of sandstone and shale heteroliths and characterized by bell-shaped
GR log character (Figure 3.5) depicting a fining upward sequence. The serrated edges
may signifies tidal influence. It is interpreted to be tidal channel or sands based on the
GR log pattern.
48
Figure 3.2: Shaly sandstone facies represented by coarsening upward unit GR log pat-
tern. SB means sequence boundary.
Figure 3.3: Sandstone facies represented by blocky-shaped gamma ray log pattern. SB
means sequence boundary and RSME is regressive surface of marine erosion
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Figure 3.4: Mudrock facies represented by serrated GR log pattern. MFS and TS are
maximum flooding surface and transgressive surface respectively.
Figure 3.5: Heterolith facies represented by bell-shaped GR log pattern
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3.2.3 Chronostratigraphic Correlation of Wells
Chronostratigraphic correlation of time significant surfaces was performed using avail-
able well logs and carried out the well log sequence stratigraphic interpretation of indi-
vidual wells using the stacking patterns such as progradation, retrogradation and aggra-
dation which aided the delineation of the lateral continuity of facies within the systems
tract. The depositional (IV) model of Hunt and Tucker (1992, 1995) and Helland-
Hansen and Gjelberg (1994) was employed for the subsurface facies within the Agbada
formation. The chart in Figure 3.6 was used for the well log sequence stratigraphy and
the prediction of the depositional environment.
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Figure 3.6: Sequences, systems tracts, and stratigraphic surfaces defined in relation to
the base-level and the transgressive —regressive curves (Catuneanu, 2002)
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The interpretation of the sequence stratigraphic interpretation carried out for the
subsurface facies of the Agbada formation penetrated by the wells revealed three de-
positional sequences based on the depositional (IV) model of Hunt and Tucker (1992,
1995) and Helland-Hansen and Gjelberg (1994) used. Sequence one is an incomplete
sequence due to the depth at which logging terminated. Although, sequence bound-
ary one (SB−1) was not penetrated by all the wells, nonetheless transgressive systems
tracts one (T ST − 1) and highstand systems tracts one (HST − 1) were identified and
delineated. SB−1 was penetrated by Otu 4, Otu 6, Otu 8, Otu 11, Otu 29 and Otu 32
wells. Sequence two is a complete sequence with a lowstand prograding wedge (LPW)
as its youngest systems tracts and falling stage systems tracts two (FSST − 2) as the
oldest systems tract. FSST is sharp based suggestive of forced regression in the more
distal portion of the shallow marine environment. The event of SB− 3 marks the end
of sequence two and the beginning of sequence three. Sequence three extends from
the Agbada formation to the Benin formation in the field. Maximum regressive surface
three (MRS−3) marks the end of sequence three LPW with maximum flooding surface
three (MFS− 3) (Base of Benin formation) capping the underlying T ST − 3 sealing
facies. Sequences and stratigraphic surfaces were also correlated within the wells of
Otu field along the strike and dip in the field. This was achieved by matching similar
well log patterns in the adjacent wells (Figures 3.7, 3.8, 3.9, 3.10, 3.11 and 3.12).
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Figure 3.7: Chronostratigraphic correlation log panels for wells 11, 4 and 29 indicating
a coarsening upward sequence. Serrated log character are interpreted to be tidal flat,
blocky patterns are interpreted to be fluvial channel deposits. MFS3 is the base of the
Benin formation.
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Figure 3.8: Chronostratigraphic correlation log panels for wells 19, 8, 21, 5, 36, 32 and 56 indicating a coarsening upward sequence.
Serrated log character are interpreted to be tidal flat while blocky patterns are interpreted to be fluvial channel deposits. HSTs are
inferred to be prograding clinoforms.
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Figure 3.9: Chronostratigraphic correlation log panels for wells 38 and 6 indicating a
coarsening upward sequence. SB-1 was not penetrated by Otu 38. Serrated log charac-
ter are inferred to be tidal flat deposits and HST are prograding clinoforms. Sequences
and tracts are thicker in the southern part of the field
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Figure 3.10: Chronostratigraphic correlation log panels for wells 38, 8 and 11 indicat-
ing a coarsening upward sequence. Serrated log character are interpreted to be tidal
flat deposits and blocky patterns are inferred to be fluvial channel deposits. Small scale
coarsening upward units are interpreted to be point bar deposits.
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Figure 3.11: Chronostratigraphic correlation log panels for wells 46, 6, 21 and 4 indi-
cating a coarsening upward sequence. Small scale coarsening upward units are inter-
preted to be point bar deposits.
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Figure 3.12: Chronostratigraphic correlation log panels for well 5 and 29 indicating a
coarsening upward sequence. Serrated log character are interpreted to be tidal flat while
blocky patterns are interpreted to be fluvial channel deposits. HSTs are inferred to be
prograding clinoforms. Sequence two is thicker at the eastern part of the field.
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Figure 3.13: Types of well log patterns in Otu field. (a) Blocky log pattern. (b) Upward-
coarsening, progradation log pattern. (c) Serrated, aggradational log pattern. (d) Bell
shaped, upward-fining, retrogradational log pattern
.
3.3 Interpretation of Stratigraphy of Otu Field
The variations of stratigraphy in the Agbada formation of Otu field reflect the regression
of depositional environments within the Niger Delta basin by changing broadly from
fine-grained deposits in deeper wells directly above underlying the shales of Akata
formation (high GR log values) to progressively coarser-grained deposits in shallower
wells below the overlying Benin formation (lower GR log values). With the use of
standard interpretations of the Agbada formation, successions of logs that gradually
decrease in GR value and then rapidly increase are interpreted to be prograding delta
deposits. On the other hand, log successions that abruptly decrease in GR value and
have ”‘blocky”’ or gradually increasing trends are interpreted to be channel deposits
(Figure 3.13).
”‘Serrated”’ high GR value intervals are known to be dominated by shale with dif-
60
ferent amounts of thin beds of sandstones. It should be noted, however, that varying
trends of log related to prograding shorelines are not always different from those of
prograding deeper water mass flow fans, and that no core samples from Otu field are
available. Faulting, formations of growth strata over down thrown blocks, and structural
deformations that are related with upward movement of underlying Akata formation al-
ways makes the stratigraphy of the Agbada formation to be more complex.
3.3.1 Interpretation of Sequences within Otu Field
Although wells of Otu field penetrate only part of the area documented by the seis-
mic record, they provide critical information for interpreting lithic variations associated
with changes in seismic reflector character, sequence boundary incision depth, and de-
positional patterns across major faults. The four sequence boundaries and stratigraphic
surfaces were correlated between well logs by viewing adjacent log parallel to their
deviated paths. Correlations of these surfaces between gamma ray well logs and resis-
tivity logs are shown in Figures 3.7, 3.8, 3.9, 3.10, 3.11 and 3.12.
Vertical well log patterns between sequences are complex and laterally variable.
These patterns suggest that vertical grain size changes observed in individual well logs
cannot be related directly to regional patterns of regression and transgression. Vertical
trends rather record more complicated changes in accommodation and sediment supply
related to the rapid aggradation of sediments above down-dropped blocks and shifts
in the position of coarser-grained sediment transport pathways along topographically
complex and structurally-faulted sea beds. Lithic patterns observed in well logs (Fig-
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ures 3.7, 3.8, 3.9, 3.10, 3.11 and 3.12) thus can only be understood within the context
of patterns of structural deformation and sediment thickness changes mapped in the
three dimensional seismic volume (Figures 3.15 and 3.16). The depositional environ-
ment of the subsurface facies penetrated by the wells was therefore suggestive of the
shallow marine environment (inner neritic —outer neritic) for sequence two and three
while sequence one was predicted to consist predominantly deposits of the transitional
environment.
3.4 Seismic to well tie: Otu 46 Synthetic Seismograms
Seismic-to-well tie was carried out for only Otu 46 due to the availability of sonic
logs. Density (Blue) and sonic logs (Red) were integrated into impedance (Red) and
reflectivity (Blue), depth time converted (includes an upscaling) and convolved with
the wavelet. This resulted in synthetic seismic traces for the well (samples 1-4) (Figure
3.14). This trace was compared with composite seismic trace that was extracted in the
volume along the (deviated) well path, on the nearest trace. The synthetic and compos-
ite seismic traces were then cross correlated, and the output value shows the alignment
and matching quality. The alignment was carried out by shifting the synthetic trace up
or down and also by selecting several locations in both seismic traces, specifying and
applying a shift function which varies with the travel time. The applied changes were
then validated before being converted into a new time-depth function that replaces the
previous one. This was used to link the well data to the seismic data with higher degree
of accuracy.
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(a)
(b)
(c)
(d)
Figure 3.14: Synthetic seismogram (a) Sample 1 (b) Sample 2 (c) Sample 3 (d) Sample
4 showing the integration of density (Blue) and sonic logs (Red) into impedance (Red)
and reflectivity (Blue) and was depth time converted (including an upscaling) and con-
volved with the wavelet. The red color means peak (+) while the black color means
trough cores (-)
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3.5 3D Seismic Volume
3.5.1 Structural Elements and Framework
Major and minor faults observed from the 3D seismic were mapped appropriately to
identify the structural styles within the field and to clarify the main structural elements
that affect the hydrocarbon-bearing reservoir. The structure in Otu field is dominated by
three major listric normal faults, trending northwest-southeast (NW-SE) and dip toward
the south which corresponds to gravity tectonics that occurred as a response to variable
rates of subsidence and sediment supply. The faults are labeled F3, F6, and F7 as seen
on seismic cross sections in Figures 3.15 and 3.16.
Synthetic, antithetic and counterregional faults of small scale radiate from anticline
crests, which makes those observed structures to be more complicated. The antithetic
faults include F4 and F8 while synthetic faults include F1, F2, F5 and F15 (Figure 3.15b
and Figure 3.16). The counterregional faults identified within Otu field include F10
and F14 (Figure 3.16b). Although several smaller faults were also delineated within
the seismic volume, only those faults with the highest offsets are shown in the seismic
cross sections in Figures 3.15 and 3.16. The presence of these complex structures such
as collapsed growth faults, back-to-back features in Otu field suggested that there was
completion of gravity tectonics before Benin formation was deposited (Evamy et al.,
1978).
Structural analysis framework of the study area also reveals NW-SE trending of the
faults (Figure 3.17). These major faults are believed to act as conduits for the migration
of hydrocarbon from the Akata formation to the overlying Agbada formation. The
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accumulation in the field is defined by a hanging wall structural closure associated with
F6 (Figure 3.18), which appears to demarcate the field into NE and SW block. The Otu
wells targeted this closure and encountered about fourteen hydrocarbon bearing sands
proving that F6 is sealing.
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(a) Seismic cross sections on Inline 11686.
(b) Seismic cross sections on Inline 11666.
Figure 3.15: Structural interpretation of Otu field showing inlines 11686 and 11666.
The figures reveal three major listric faults in the field (F3, F6 and F7) and a synthetic
fault (F15)
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(a) Seismic cross sections on Inline 11466
(b) Seismic cross sections on Inline 11586.
Figure 3.16: Structural interpretation of Otu field showing Inline 11466 and Inline
11586. It reveals antithetic faults (F4 and F8), counter regional faults (F10 and F14),
major listric faults as well synthetic faults within the Otu field.
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Figure 3.17: Time slice at 1500 ms showing NW-SE trending faults
68
Figure 3.18: 3D Fault model. The Otu wells targeted the hanging wall closure and
encountered about fourteen hydrocarbon bearing sands
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Figure 3.19: Types of stratal terminations (Catuneanu, 2002)
3.6 Seismic Stratigraphy Analysis
The identification of stratal terminations aided the identification of time significant sur-
faces. Stratal terminations are defined by the geometric relationship between strata and
the stratigraphic surfaces against which they terminate. The main types of stratal ter-
minations are described by truncation, toplap, onlap, downlap, and offlap (Catuneanu,
2002). These terms have subsequently been incorporated into sequence stratigraphy in
order to describe the stacking patterns of stratal units and to provide diagnostic features
for the recognition of the various surfaces and systems tracts (Posamentier and Vail,
1988; Van Wagoner et al., 1990; Christie-Blick, 1991) (Figure 3.19).
The result of seismic stratigraphy analysis carried on the available 3D seismic
data is shown in Figure 3.20. The stratal terminations were used to infer the vari-
ous shoreline shifts such as transgression and regression (normal regression and forced
regression) and their respective diagnostic depositional trends such as progradation,
retrogradation and aggradation. Having successfully integrated the well data to the
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seismic, consistency was established between the stratigraphic surfaces independently
interpreted from both data sets as recommended by Vail et al. (1977).
The prevalence of incised valleys accompanied by seismic reflections truncating
at the base of the channels serves as evidence for sequence boundaries in most cases.
Fluvial down-cutting and the formation of incised valleys are typically formed during
a major fall in sea level at the shoreline.
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Figure 3.20: Sequence stratigraphy architecture with the horst and grabenal structure within Otu field showing sequence boundaries and
stratigraphic surfaces mapped.
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3.6.1 Sequence Boundary One (SB−1)
Sequence boundary one is the deepest sequence identified and it has an interfluve se-
quence boundary (SB− 1) which shows a merging of SB− 1 and T S− 1 allowing
LST − 1 to be localized within the channel. No well was observed to penetrate the
channel although Otu 6 was observed to penetrate the margin of channel margin (Fig-
ure 3.21).
3.6.2 Sequence Boundary Two (SB−2)
Sequence boundary two (SB−2) separates the underlying sequence one from the over-
lying sequence two. The underlying HST −1 is characterized by inclined beds which
are prograding clinoforms terminating at the base of SB−2 (Figure 3.22).
3.6.3 Sequence Boundary Three (SB−3)
The shallowest sequence boundary three extends from the Agbada formation into the
Benin formation. SB− 3 separates the underlying sequence two from the overlying
sequence three. SB− 3 bounds the base LST − 3. The overlying channel fill within
LST −3 has a complex geometry which characterizes the channel fill. In this case, the
T S−3 does not merge with the SB−3, therefore the lowstand deposit within LST −3
should be widespread and not localized (Figure 3.23).
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(a)
(b)
Figure 3.21: Sequence Boundary one (SB−1) (a) Trace 2920 uninterpreted section (b)
Trace 2920 interpreted section revealing interfluve sequence boundary one (SB1)
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(a)
(b)
Figure 3.22: Sequence Boundary two (SB−2) (a) Trace 2968 uninterpreted section (b)
Trace 2968 interpreted section showing prograding clinoforms within HST-1
.
75
(a)
(b)
Figure 3.23: Sequence Boundary three (SB− 3) (a) Trace 2980 uninterpreted section
(b) Trace 2980 interpreted section. LST-3 has a complex geometry and its deposits
should be widespread and not localized because TS-3 does not merge with SB-3
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3.6.4 Maximum Flooding Surface Three (MFS−3)
Several channelized systems exist between the Benin formation and the Agbada for-
mation such as the Soku clay, Buguma clay, Agbada clay and Opuama channel com-
plex (Figure 2.4). Such channels are well pronounced within Otu field as it extends all
through the 3D seismic sections. Figure 3.24 reveals more perspectives of SB−3 which
separates the underlying sequence two from the overlying sequence three. The figure
shows that the channel is bounded at its base by SB− 3 which merges with T S− 3,
MFS− 3 and SB− 3; hence, revealing the interfluve nature of SB− 3. Furthermore,
in some other areas this channel is bounded at its base by MFS− 3. These variations
show that the intensity of the erosional event led to the down-cutting of the underlying
T ST −3 and MFS−3 is not the same all through. This therefore led to the presence of
these systems tracts in some areas and their absence in some others.
3.6.5 Sequence Boundary Four (SB−4)
The truncation of reflections below the channel is also found to be consistent with the
SB−4 independently identified from well logs. The channel associated with this event
is within the continental Benin sands. SB− 4 separates the underlying sequence three
from the overlying sequences (Figure 3.25).
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(a)
(b)
Figure 3.24: Maximum Flooding Surface three (MFS-3) (a) Trace 3213 uninterpreted
section (b) Trace 3213 interpreted section. SB-3 is an interfluve sequence boundary.
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(a)
(b)
Figure 3.25: Sequence Boundary four (SB−4) (a) Trace 2885 uninterpreted section (b)
Trace 2885 interpreted section. SB-4 separates the underlying sequence three from the
overlying sequences
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The relationship between systems tracts, reservoirs and their respective depositional
environments (Table 3.1) shows that sequence one which extends from the Agbada
formation to Benin formation belongs to transitional to continental and shallow marine
environment. Sequence two in the Agbada formation is shallow marine based on the
associated system tracts while sequence three belongs to a transitional environment.
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Table 3.1: The relationship between systems tracts, reservoirs and their respective pre-
dicted depositional environments
.
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3.7 Seismic Geomorphology
A seismic geomorphological approach was applied to the subsurface facies of the Ag-
bada formation. The patterns observed from the 3D seismic images are diagnostic of
depositional environment. The study provides an indication of the reservoirs internal
and external architecture which furthers our understanding of depositional processes
that ”‘gave birth”’ to the various stratigraphic features. The structural analysis revealed
a complex faulting system which plays a major role in the trapping of hydrocarbons.
The wells in the study area are concentrated within a prominent hanging wall closure
at the central portion of the field. The outputs of the seismic geomorphology stud-
ies reveal the structural framework for some of the sequence stratigraphic significant
surfaces of interest. Seismic geomorphological interpretation on stratal slices along
sequence stratigraphic significant surfaces provides an understanding of the geological
events that occur as a result of interplay of sea level changes and the rate of sedimen-
tation. Seismic geomorphology provides a clear cut relationship between stratigraphic
elements such as channels and structural elements such as faults. The sequence strati-
graphic surface of interest includes SB−1, SB−2, SB−3, MFS−3 and SB−4 in order
of decreasing depth. The stratigraphically mapped horizon were auto-tracked and sev-
eral attributes such as spectral decomposition and similarity (coherency) were draped
on the auto-tracked surfaces in order to enhance the identification and interpretation of
the structural and stratigraphic features. Spectral decomposition outputs the amplitude
at discrete frequencies. It unravels the seismic signal into its constituent frequencies,
which allows the interpreter to see phase and amplitude tuned to specific wavelengths.
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The amplitude component excels at quantifying thickness variability and detecting lat-
eral discontinuities while the phase component detects lateral discontinuities. For this
study, it provides a useful tool for ”below resolution” seismic interpretation, sand thick-
ness estimation, and enhancing channel structures. Coherency/similarity together with
color blended spectral images help better illustrate geological information.
3.7.1 Sequence Boundary Four (SB−4)
Sequence boundary four (SB−4) is the shallowest stratigraphic surface mapped within
the Benin formation with an overlying lowstand deposit LST − 4. The direction of
paleoflow of the S-shaped meandering channel is northeast-southwest (NE-SW) (Figure
3.26). The channel is visible at the footwall of the east-west (E-W) trending normal
fault but was not observed at the hanging wall area. However, sediment waves were
observed at the hanging wall area. There is an evidence of a possible point bar in this
sequence boundary. It was observed that the channel disappears on interception with
normal faults (Figure 3.26).
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(a)
(b)
Figure 3.26: Section (a) Uninterpreted section (b) Interpreted section. A point bar was
observed here and the channel disappears on interception with normal faults. Scale bar
is amplitude values.
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3.7.2 Maximum Flooding Surface Three (MFS−3)
A relatively pronounced sinuous channel was observed in the northeastern part of the
field. The direction of paleoflow is NE-SW and perpendicular to the fault trace (Figure
3.27). The strength of incision is perturbed by the faulting event causing the channel to
be pronounced at the footwall of the normal fault.
3.7.3 Sequence Boundary Three (SB−3)
The individual channel observed on SB− 3 is subtle and directed along the hanging
wall of the fault, running parallel along the fault trace (Figure 3.28).
3.7.4 Sequence Boundary Two (SB−2)
The individual channel observed on SB− 2 is subtle and directed along the hanging
wall of the fault, running parallel along the fault trace (Figure 3.29).
3.7.5 Sequence Boundary One (SB−1)
The meandering channel belt in this sequence boundary shows characteristics point bar
which flow at an obtuse angle in the direction of NE-SW (Figure 3.30)
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Figure 3.27: Spectral decomposition at (10Hz and 40Hz) on MFS−3 stratal slice show-
ing the channel NE SW direction (+30ms and -30ms). A relatively pronounced sinuous
channel was observed in the northeastern part of the field. Scale bar is amplitude values
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Figure 3.28: Spectral decomposition at (10Hz and 20Hz) on SB−3 stratal slice showing
the channel NE-SW direction (+30ms and -30ms). The individual channel observed on
SB-3 is subtle and directed along the hanging wall of the fault. Scale bar is amplitude
values
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Figure 3.29: Similarity (Coherency) on SB− 2 stratal slice (+30ms and -30ms). The
individual channel observed on SB-2 is subtle and directed along the hanging wall of
the fault, running parallel along the fault trace
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Figure 3.30: Spectral decomposition at (10Hz and 40Hz) on SB−1 stratal slice showing
a meandering channel belt with its characteristics point bar flowing at an obtuse angle
in the NE-SW direction (+30ms and -30ms)
.
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Table 3.2 shows the relationship between the type of channel observed in the se-
quences, channel orientation relative to fault, sequence stratigraphic surface, and the
depositional environments.
3.8 Discussion
Our interpretations suggest that most sequence boundaries are eroded by fluvial mass
flows forward of the delta front. Patterns of sequence erosion, deeper in footwalls
of faults and along edges of rollover anticlines, and the thickening of deposits across
down-dropped blocks, suggest that multiple faults moved during Agbada formation de-
position. This reflects the larger-scale collapse of the Niger Delta clastic wedge as
sediments loaded the underlying Akata formation shales. Sequence boundary erosion
thus probably reflects increased slopes over this collapsing wedge (Figure 3.31), rather
than fluvial lowstand incision. The depositional environments of sediments filling se-
quence surface topography are more difficult to constrain without core sample. Well
logs through some sequences clearly show an up-section progression from upward-
coarsening successions (prograding lobes) to blocky and upward fining successions
(channel deposits). It may be that this reflects a progression from pro-delta and deltaic
shorelines to fluvial depositional settings. Alternatively, however, these trends may re-
flect progression from lobe to channel deposits within a prograding submarine system.
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Table 3.2: Relationship between the type of channel, channel orientation relative to
fault, sequence stratigraphic surface and the depositional environments
.
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Figure 3.31: Sequence boundary development on down faulted blocks. Sequence
boundary erosion shows increased slopes over the collapsing wedge rather than fluvial
lowstand incision
.
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Although syndepositional deformation significantly complicated local basin slopes,
locations of sequence boundary incision, sediment transport patterns, and local sedi-
ment accumulation rates and the general association between eustatic sea level fall and
the age of sequence boundaries suggests a causal relationship. It may be that falls in
sea level forced deltas to prograde more rapidly, increasing loading on Akata formation
shales, and accelerating rates of clastic wedge collapse into the basin. Falling sea level
may have also been associated with less storage of muds in the fluvial system, and an
increase in hyperpycnal flow from the Niger River system onto the shelf.
In this scenario, sequence boundary erosion would reflect increased basin gradi-
ents across the faulted shelf-slope edge. Gradients and associated erosion would have
increased during rapid delta progradation due to associated structural collapse of the
shelf, rather than times of lowstand shelf exposure when incised fluvial valleys car-
ried sediments directly to the slope edge. Deepening of facies directly above sequence
boundaries reflect the down dropped faulted blocks as shorelines continued to regress.
Progressive decrease in the thickness of successive sequences, and increase in local
incision at the base of successive sequences, reflects the filling of accommodation in
the area of Otu field, greater rates of sediment bypass, and thus decreased local rates
of sediment loading. As accommodation filled, the locus of sediment deposition, and
location a fastest sediment loading would also have shifted seaward.
The evolution of channel meanders appear to be similar to fluvial meandering chan-
nels in terms of direction and geometry of channel migration but channel fills are fine-
grained. Changes in gravity flows have been associated with the formation of sinuous
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crosscutting channel preserved on the floor of a larger canyon at Benin-major in the
Niger Delta (Deptuck et al., 2003).
3.9 Depositional Sequences and Model
The depositional sequences within the Otu field are shown in Figures 3.32, 3.33 and
3.34 . The Figures illustrate the three sequences mapped in Otu Field with their systems
tracts as a result of an interplay of variation in sea level and accommodation rates.
However, the depositional models for all the three sequences were constructed as shown
in Figure 3.35.
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(a)
(b)
Figure 3.32: (a) Depositional sequence one in Otu field. It shows key stratigraphic
surfaces and various systems tracts. (b) Variation with sea level. The model is based on
the integration of seismic and well logs and was not drawn to scale
95
(a)
(b)
Figure 3.33: (a) Depositional sequence two in Otu field showing key stratigraphic sur-
faces and various systems tracts (b) Variation with sea level. Note that the model is
based on the integration of seismic and well logs and was not drawn to scale
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(a)
(b)
Figure 3.34: (a) Depositional sequence three in Otu field showing key stratigraphic
surfaces and various systems tracts (b) Variation with sea level. The model is based on
the integration of seismic and well logs and was not drawn to scale
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Figure 3.35: Geomorphology, cyclic sedimentation and an active fault in the Tertiary
Niger Delta coastal zone (modified after Reijers (2011)
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3.9.1 Depositional Sequence Architecture
The depositional systems in Otu field are made up of lowstand systems tracts (LST),
transgressive systems tracts (TST), falling stage systems tracts (FSST) and highstand
systems tracts (HST). Sediments identified within the LST are the fluvial channel sands.
These sands are related to the incision of fluvial valley into the shelf. There is presence
of prograding forced regressive deposits (FSST). These fluvial channel sands have ex-
cellent qualities as reservoir. The TSTs in the field capped the LST facies and consist
of mainly marine shales. HSTs are made up of coarsening and shallowing upwards in-
tervals, having fluvial and deltaic sands near the top of the unit. HSTs are very thick in
most of the wells studied in Otu field. This may be as a result of high subsidence rates,
high input of sediments and instability caused by underlying shale which is similar to
the pattern of sediments observed in the Gulf Coast (Winker, 1982).
3.10 Reservoir Potential of Otu Field
Five (5) potential reservoirs (A, B, I, J and K) were delineated in the field. These
reservoirs are mainly channel sands of LST and HST.
3.10.1 Porosity Evaluation
Porosity was evaluated from seven (7) wells. The evaluation of porosity was not possi-
ble for five (5) wells (Otu 6, Otu 8, Otu 19, Otu 46 and Otu 56) because there were no
neutron, density or resistivity logs in those wells. The results of porosity evaluation is
given in Table 3.3.
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Table 3.3: Average Effective Porosity for the Reservoirs
Reservoirs Average Effective Porosity
Minimum Mean Maximum
A 0.243 0.299 0.342
B 0.220 0.278 0.315
I 0.298 0.313 0.329
J 0.232 0.272 0.288
K 0.233 0.276 0.305
Table 3.4: Porosity values for Reservoirs Qualitative Description (Adapted from Rider
(1986))
Percentage Porosity Qualitative Description
0 - 5 Negligible
5 - 10 Poor
15 - 20 Good
20 - 30 Very Good
>30 Excellent
Table 3.3 shows a good reservoir quality and probably reflects well sorted coarse
grained sandstone reservoirs with little cementation. According to Rider (1986), the
porosity in all the reservoirs fall within very good porosity except reservoir I which
have an excellent porosity. The results are consistent with recent studies in nearby
fields (Ajisafe and Ako (2013); Richardson (2013); Adeoti et al. (2014)).
3.10.2 Reservoir Continuity
Reservoirs A and B were identified within the LST of sequence three. Reservoir A are
traceable within seven wells and absent in Otu 4, Otu 6 and Otu 38. Reservoir B on the
other hand are traceable within five wells (Otu 29, Otu 11, Otu 21, Otu 8 and Otu 4).
Reservoirs I and J are found within the LST of sequence two. Reservoir I has lateral
continuity from wells Otu 4, Otu 8, Otu 21, Otu 29 and Otu 32. Reservoir J however
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has lateral continuity from wells Otu 4, Otu 5, Otu 6 Otu 8, Otu 11, Otu 19, Otu 21, Otu
29, Otu 36 and Otu 38. However, reservoir K represents the thick facies of the HST in
sequence one and are traceable within wells Otu 4, Otu 8, Otu 11, Otu 21 and Otu 29.
3.10.3 Reservoir Geometry
The Niger Delta is known to have stacked reservoirs that have thickness in the range of
less than 15 m to greater than 45 m (Evamy et al., 1978). However, thicker reservoirs
are likely to be composite bodies of stacked channels (Doust and Omatsola, 1990).
Therefore, the reservoirs in the field are stacked channel sands and have thickness as
in the range of 11 m to about 62 m. On the basis of reservoir quality and geometry in
Otu field, point bars of fluvial channels that are cut by sand-filled channels are the most
important. Also based on their porosity evaluation, the reservoir shows a good reservoir
quality.
3.10.4 Source Rock Potential
The marine shale units of the transgressive systems tracts (TST) that were identified in
the field would probably serve as the potential source rocks for the hydrocarbon found
in the reservoirs of the field.
3.10.5 Trapping Mechanisms
The results of lithostratigraphic analysis show some sand units occurring at greater
depth than their adjacent units. These were interpreted to be a result of syndepositional
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faulting in Otu field. These faults probably constitute the major traps for the accumu-
lation of hydrocarbons. However, the shale units of the TST and those in HST could
provide both top and bottom seals for hydrocarbon in the reservoir sands within Otu
field. Therefore, the reservoir rocks of the LST and HST and seals from marine shale
of the TST can together to form stratigraphic traps for hydrocarbon accumulation.
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CHAPTER 4
CONCLUSION AND
RECOMMENDATION
4.1 Conclusion
The Agbada formation of the Niger Delta is characterized by both structural and strati-
graphic features which controls the trapping of hydrocarbon within its deposits. This
study seeks to understand the relationship between these two features within the Otu
field.
The structural analysis of the study area reveals a complex faulting system. The
structural styles observed include horst and graben structures, structures with collapsed
crest, structures with rollover anticlines. These faults play a major role in the hydrocar-
bon trapping in the study area. A prominent hanging wall closure in the central part of
the field is the primary target of all the wells that penetrated the field. Lithostratigraphic
analysis assisted in identifying and delineating fourteen reservoir sands in the field.
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The subsurface facies of Otu field is subdivided into three sequences from the se-
quence stratigraphic interpretation carried out using well logs and 3-D seismic data. Se-
quence one is the deepest sequence subdivided into LST −1, T ST −2 and HST −3 and
interpreted to consist predominantly deposits of the transitional environment. Overly-
ing sequence one is sequence two which consists of LST −2 (LPW), T ST −2, HST −2
and FSST −2 and its depositional environment is interpreted to be predominantly shal-
low marine. Sequence three is the shallowest sequence stretching from the Agbada
formation into the Benin formation, and consists of LST −3 (LPW), T ST −3, HST −3
and were interpreted to be deposits representing transitional to shallow marine environ-
ments.
The seismic geomorphological study carried out on all the sequence boundaries
(SB1 to SB4 and MFS−3) reveals a link between the depositional environment, type of
channel and direction of paleo-flow relative to the faults. Channel belts are associated
with continental to transitional depositional environment deposits while individual (rel-
atively thin and less sinuous) channels were associated with shallow marine deposits.
Channel belts are oriented perpendicular to the fault while individual channels (incised
valley) were parallel and rarely affected by the faults.
This integrated study therefore reveals insights into the effects of tectonic events
as it significantly affect the relationship between structural features such as faults and
stratigraphic features such as channels within the field: therefore, providing a profitable
means to guide hydrocarbon exploration and production strategies.
On the basis of reservoir quality in Otu field, point bars of fluvial channels that are
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cut by sand-filled channels are the most important reservoir rocks of the LST and HST
and seals from marine shale of the TST could also combine to form stratigraphic traps
for hydrocarbon accumulation in Otu field. Five hydrocarbon bearing sands were also
identified and the evaluation of their porosities shows very good to excellent porosities.
4.2 Recommendation
Additional biostratigraphic, core and permeability data needed to integrate the results
in order to establish more reliable interpretation in the field.
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